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1
MANAGING RESOURCE POWER STATES IN
SHARED ENVIRONMENTS

BACKGROUND

As an increasing number of applications and services are
being made available over networks such as the Internet, an
increasing number of content, application, and/or service pro-
viders are turning to technologies such as cloud computing.
Cloud computing, in general, is an approach to providing
access to electronic resources through services, such as Web
services, where the hardware and/or software used to support
those services is dynamically scalable to meet the needs of the
services at any given time. A user or customer typically will
rent, lease, or otherwise pay for access to resources through
the cloud, and thus does not have to purchase and maintain the
hardware and/or software needed.

In some cases, a user would like to know how much power
is consumed through usage of these resources. For many
hardware devices, however, it can be difficult to obtain an
accurate accounting of power consumption. Further, there
might be multiple users or entities sharing a resource, and it
can be difficult to accurately apportion the power consump-
tion among the users based on their relative usage. Further
still, a user has very little control over the power states or
operational states of these resources and components, which
can be frustrating or at least inconvenient for a user, particu-
larly where there are regulations on power consumption or the
user gets credits for reducing consumption.

BRIEF DESCRIPTION OF THE DRAWINGS

Various embodiments in accordance with the present dis-
closure will be described with reference to the drawings, in
which:

FIG. 1 illustrates an environment for providing access to
various resources that can be used in accordance with various
embodiments;

FIG. 2 illustrates a configuration for providing access to
specific hardware resources that can be used in accordance
with various embodiments;

FIG. 3 illustrates a configuration for managing power state
information for a one or more components of a provisioned
host machine that can be used in accordance with various
embodiments;

FIG. 4 illustrates an example of a process for enabling a
customer to view and manage power consumption that can be
used in accordance with various embodiments; and

FIG. 5 illustrates an example of a process for obtaining
user-specific power information from a hardware component
that can be used in accordance with various embodiments.

DETAILED DESCRIPTION

Systems and methods in accordance with various embodi-
ments of the present disclosure may overcome one or more of
the aforementioned and other deficiencies experienced in
conventional approaches to managing shared, single-tenant,
and/or multi-tenant resources in an electronic environment.
In particular, various embodiments monitor the power con-
sumption of various resources and/or computing components
that is attributable to usage of a particular customer. The
power consumption information can be provided to the cus-
tomer such that the customer can make adjustments in usage,
if desired, to reduce the amount of consumption, purchase
environmental credits for the amount of consumption, or
perform another such task, workload, etc. At least some
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embodiments provide services wherein a customer can
request certain power profiles or power options, whereby a
provider of the resources can adjust the resources allocated to
that customer according to the request. In at least some
embodiments, control over the power states of various com-
ponents can be exposed to the customer, whereby the cus-
tomer can make at least some adjustments to the operational
state and/or power state of one or more components in order
to manage the amount of power consumption. In some
embodiments a system or service can also monitor the various
ramp up, ramp down, provisioning, and other portions of a
process that can also be attributed to a customer, can deter-
mine an appropriate power consumption for each, and can
determine an appropriate amount of power consumption to
allocate to the customer.

Many other alternatives and variations are described and
suggested below in relation to at least some of the various
embodiments.

Systems and methods in accordance with various embodi-
ments provide at least one resource access gateway, or control
plane 108, either as part of a data environment or in a path
between an end user device 102 and a data plane 110, as
illustrated in the example environment 100 of FIG. 1. A
control plane can enable users and applications to access
shared and/or dedicated resources, offered by one or more
resource providers, while allowing customers, administra-
tors, or other authorized users to allocate at least some of these
resources to various users, clients, or applications and ensure
adherence to those allocations. A user then can perform tasks
such as storing, processing, and querying relational data sets
in a “cloud” of these resources. Guest users can also obtain
access to resources to perform any appropriate functionality,
such as to render and/or serve streaming media or perform
any of a number of other such operations. While this example
is discussed with respect to the Internet, Web services, and
Internet-based technology, it should be understood that
aspects of the various embodiments can be used with any
appropriate resources or services available or offered over a
network in an electronic environment. Further, while various
examples are presented with respect to shared and/or dedi-
cated access to disk, data storage, hosts, and peripheral
devices, it should be understood that any appropriate resource
can be used within the scope of the various embodiments for
any appropriate purpose, and any appropriate parameter can
be monitored and used to adjust access or usage of such a
resource by any or all of the respective users.

In the example of FIG. 1, a computing device 102 for an
end user is shown to be able to make calls through at least one
appropriate network 106, such as the Internet or a cellular
network, for example, to a control plane 108 (or other such
access layer) to perform a task such as to obtain access to a
specified resource or resource type. While an end user com-
puting device 102 and a third party application 104 are used
for purposes of explanation, it should be understood that any
appropriate user, application, service, device, component, or
resource can access the interface(s) and components of the
connection component and data environment as appropriate
in the various embodiments. Further, while certain compo-
nents are grouped into a data “plane,” it should be understood
that this can refer to an actual or virtual separation of at least
some resources (e.g., hardware and/or software) used to pro-
vide the respective functionality. Further, the control plane
can be considered to be part of the data plane in certain
embodiments. While a single control plane is shown in this
embodiment, there can be multiple instances of control or
access management components or services in other embodi-
ments. A control plane can include any appropriate combina-
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tion of hardware and/or software, such as at least one server
configured with computer-executable instructions. The con-
trol plane also can include a set of APIs 120 (or other such
interfaces) for receiving Web services calls or other such
requests from across the network 106, which a Web services
layer 112 can parse or otherwise analyze to determine the
steps or actions needed to act on or process the call. For
example, a Web service call might be received that includes a
request to establish a connection to a data repository to
execute a query for a user. In this example, the Web services
layer can parse the request to determine the type of connec-
tion or access needed, the appropriate type(s) of resource
needed, or other such aspects.

The control plane can include one or more resource allo-
cation managers 132, or “cloud managers,” each responsible
for tasks such as validating the user or client associated with
the request and obtaining or allocating access to the appro-
priate resource(s). Such a system can handle various types of
request and establish various types of connection. Such a
system also can handle requests for various types of
resources, such as specific graphic processors or other types
of hardware or hardware functionality, and can provide
access to the appropriate resource(s). Components of the data
plane 110, or the resource layer of the cloud, can perform the
necessary tasks to provide the resource. For access to a data
instance, for example, this can include tasks such as provi-
sioning a data store instance, allocating a volume of off-
instance persistent storage, attaching the persistent storage
volume to the data store instance, and allocating and attaching
adomain name, IP address or other address, port, interface, or
identifier which the customer can use to access or otherwise
connect to the data instance. For tasks such as obtaining
processing of an instruction using a particular type of hard-
ware, for example, the components of the data plane, in con-
junction with the control plane, can perform actions such as
provisioning a device for a user and providing shared and/or
dedicated access to the resource for a period of time at a
particular level of access to the resource. In this example, a
user can be provided with the IP address and a port number to
be used to access a resource. A user then can access the
resource directly using the IP address and port, without hav-
ing to access or go through the control plane 108.

The control plane 108 in this embodiment also includes at
least one monitoring component 114. When a data instance or
other resource is allocated, created, or otherwise made avail-
able in the data plane, information for the resource can be
written to a data store accessible to the control plane, such as
a monitoring data store 116. It should be understood that the
monitoring data store can be a separate data store or a portion
of another data store. A monitoring component 114 can
access the information in the monitoring data store 116 to
determine information such as the past usage of resources by
various users, a current number or type of hardware threads or
other computing resources being allocated to a user, and other
such usage information. A monitoring component also can
call into components of the data environment to determine
information such as the number of active network connec-
tions for a given user in the data environment and aspects
about the usage of each connection. A monitoring component
can constantly monitor the usage of each resource by a user,
client, etc., having an allocation provided through the con-
nection manager. A monitoring component also can access
information stored in an administrative (“Admin”) or similar
data store 118, which can store information such as the gen-
eral allocation granted to a user, throttling or limiting infor-
mation for a user, resource permissions for a user, or any other
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4

such information that can be specified and/or updated by an
administrator or other such user.

In at least some embodiments, physical resources such as
host servers can support one or more customer instances,
which might each include a guest operating system (OS) and
software that are to be executed on the host device. In an
example where users request connections to various data
instances, each instance 122 in the data environment can
include at least one data store 126 and a host manager com-
ponent 128 for the machine providing access to the data store.
A host manager in one embodiment is an application or soft-
ware agent executing on an instance and/or application
server, such as a Tomcat or Java application server, pro-
grammed to manage tasks such as software deployment and
data store operations, as well as monitoring a state of the data
store and/or the respective instance. A host manager can be
responsible for managing and/or performing tasks such as
setting up the instances for a new repository, including setting
up logical volumes and file systems, installing database bina-
ries and seeds, and starting or stopping the repository. A host
manager can monitor the health of the data store, monitoring
the data store for error conditions such as 1/O errors or data
storage errors, and can restart the data store if necessary. A
host manager can also perform and/or manage the installation
of software patches and upgrades for the data store and/or
operating system. A host manager also can collect relevant
metrics, such as may relate to CPU, memory, and I/O usage.

The resource manager 132 can communicate periodically
with each host manager 128 for which a connection has been
established, or to an administration server or other component
of the resource environment, to determine status information
such as load, utilization levels of various resources, capacity,
etc.

As discussed, once a resource is provisioned and a user is
provided with an IP address derived from DNS mappings or
other address or location, the user can communicate
“directly” with components or resources of the data plane
110. An IP address derived from DNS mappings is beneficial
in such a dynamic cloud environment, as instance or avail-
ability failures, for example, can be masked by programmati-
cally remapping the IP address to any appropriate replace-
ment instance for a use. Other dynamic mappings of
addresses to physical substrate servers are possible, for
example with the use of network address translation (NAT) or
overlay networks. A request received from a user device 102
or application 104, for example, can be directed to a NAT
router 124, or other appropriate component, which can direct
the request to the actual resource 122 or host corresponding to
the mapped address of the request. Such an approach allows
for instances to be dynamically moved, updated, replicated,
etc., without requiring the user or application to change the IP
address or other address used to access the instance. In some
cases, a resource 122 such as a data instance can have at least
one backup instance 130, copy in persistent storage, etc.

As discussed, a resource can be shared among multiple
users, clients, applications, etc., either concurrently or at dif-
ferent times, with varying levels of access or allocation. When
a user has dedicated access to a machine or resource, the user
might also have native or “bare metal” access to the resource
for a period of time, depending on the type of access needed,
and other such factors. This native-level access to remote
hardware can be provided for resources such as servers, hosts,
and cluster instances, for example. For resources such as
cluster instances, customers may have native access to a sub-
set of the hardware resources, such as may include peripheral
devices connected using a component such as a peripheral
component interconnect (PCI) bus. These peripheral devices
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can include network interface cards (NICs), graphics process-
ing units (GPUs), and similar devices that would often be
virtualized in a current cloud environment. In some cases, a
customer might have full access to an entire machine, or
groups of machines, including any or all devices incorporated
therein. For a group of machines such as a rack of servers, a
user might be granted substantially full access to the entire
rack, including any switches or other devices or components
provided as part of the rack.

Certain providers present such hardware resources as a
virtualized abstraction, such that management of the physical
hardware can occur in a “more trustworthy” execution con-
text, and can provide additional benefits such as the ability to
migrate customers to different resources without interrupting
execution and, since customers or “guests” are not tied to
specific hardware, the ability for vendors to compete to pro-
vide the best utility computing value for price. Also, fewer
and simpler guest instance images can be used, as guests do
not need a multitude of hardware-specific drivers.

Resource providers can, in at least some embodiments,
provide for “partial” or “substantially” full access to a
resource, such as a host server, by providing users with native
access to the host hardware or specific devices, such as cards
plugged into a peripheral control bus or similar datapath. In
certain embodiments where specific levels of performance
are an issue, technology such as an input/output memory
management unit (1/O MMU) can be used to “assign” periph-
eral devices to guest operating systems (e.g., virtualization
technology for directed I/O (Intel’s VI-D)), effectively giv-
ing guests native access to only those peripheral devices. As
should be apparent to one of ordinary skill in the art, a guest
operating system (OS) can refer to different systems in dif-
ferent embodiments, such as a virtual machine running an OS
with at least partial non-virtualized access to some hardware
or machine state that the OS or hypervisor depends upon
including BIOS, configuration, etc., that is not under the
administrative control of the hosting provider. In other
embodiments, the guest OS might refer to an OS that is not
under the administrative control of the hosting provider run-
ning without full virtualization. In one embodiment, an MMU
can logically connect a direct memory access (DMA)-ca-
pable I/O bus (e.g., a PCI bus) to main memory on a host, and
can manage mapping of I/O devices to physical addresses to
regulate the flow of information from a guest to various PCl or
similar devices. These devices can include, for example,
graphics processing unit (GPU) co-processors, high-perfor-
mance NICs, disk controllers, or other “niche” co-processing
devices, such as cryptographic cards or hardware codecs. In
some embodiments, virtualization or other such technology
can be used to provide a level of separation between guests
and host machines from the central system hardware (e.g.,
CPU, memory, etc), with native access potentially being
available for specific devices on a given host. In other
embodiments, native access can be provided to any hardware
included in, or available for, a specific host.

FIG. 2 illustrates an example of a configuration 200 that
can be used to provide a customer with access to at least part
ofaset of resources 202 in accordance with one embodiment.
The access can be full access, or at least partial access, to the
underlying hardware, or can be restructured only to access to
a virtual host or instance, with limited if any access to the
supporting hardware. Various other types of access can be
provided as well within the scope of the various embodi-
ments. This example will be discussed with respect to grant-
ing a user access to a host machine using conventional PCI-
based technology, but it should be understood that this is
merely an example and that approaches within the scope of

40

45

50

55

6

the various embodiments can be used with any appropriate
hardware, software, and protocols currently used or subse-
quently developed for such purposes.

This example configuration 200 includes a set of host
devices 202, such as servers or similar devices, that each can
have a series of network ports 204. Some of these ports can
function as “production” ports which connect each host to at
least one “smart” network switch 206 capable of processing
and routing network traffic to/from each host device 202. Ina
data center example, there might be one smart switch for each
rack of servers 208, for example. Atleast one of these network
ports 204 can be used by a guest operating system 232 for a
host, where the guest is effectively operating “on top of” at
least one central processing unit (CPU) 210 in the allocated or
partitioned host device (e.g., server) 202 that has access to this
production network port. The host device 202 also can have at
least one console port 212 and a console controller 214, which
can connect to a separate console network 216. In some
embodiments, at least some of these ports can be merged but
logically separated (e.g., muxed on the same physical port).
Each host device also can have one or more dedicated power
supply units (PSUs) 218, which can be accessed by the con-
sole controller 214 and/or the main CPU 210, whereby the
machine can be powered off, or have a power level adjusted,
via either the host CPU or a device on the network, for
example. The power supply for every server in a rack can be
connected to a rack power distribution unit (PDU) 220, which
can be connected by a higher power cable to one or more data
center PDUs 222, each of which can support multiple rack
PDUs. In some cases, the hosts 202 can be powered on and off
directly using a “smart” rack PDU 220 connected to the
console network 216 or similar control network with relays or
other such components to power cycle each device without
requiring cooperation from the console controller 214. Simi-
larly, multiple host devices 202 may share a single PSU 218,
which likewise may provide power control to these individual
host devices and which is directly managed by the console
network 216 or similar network (not depicted in FIG. 2).

At least one router 224 can connect the host devices 202 to
one or more provisioning systems 226, and the switch and/or
router can manage access to these provisioning systems. In
some embodiments a capability such as a preboot execution
environment (PXE) exists on a host machine 202. Power can
be cycled using the console (or other power control mecha-
nism previously described). As the machine boots, the PXE
firmware can execute additional stages of boot software
delivered from the network port 204. The PXE environment
can download a management operating system to the
machine, for example into a RAM (random access memory)
disk or other block of storage, to enables control operations
such as firmware flashing or provisioning of a new customer
image. Provisioning images thus can be received, over the
network to the PXE environment, which contain firmware
flashing tools or other provisioning code. Once provisioning
is completed, authorized customer networks 228 can interact
with the devices 202 via the switch 206. The provisioning and
control systems can control the switch in real time with no
humans involved, as the automatic switching of that path can
be based on provisioning events and external coordination,
for example. The coordination can be provided and/or man-
aged by an external system, such as a cloud manager system
230 or service, or other such control plane or control system
as discussed elsewhere herein, which can instruct the provi-
sioning system(s) 226, console network 216, and host
machines 202 or other such resources to perform certain
actions. The cloud manager 230 can include one or more
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workflow systems that work with a central database, in one
embodiment, to perform various aspects of resource manage-
ment.

As mentioned, customers provisioned on these host
machines 202 might be interested in information about the
amount of power consumed by these resources, or “comput-
ing components,” particularly as are attributable to customer
actions. For example, a customer might work for a “green”
company that attempts to offset any environmental impact of
that company’s actions. In some instances, a customer might
be in an area where there are regulations regarding power
consumption. In other cases, there might be incentives for
customers who reduce their power consumption. Further still,
there might be customers who prefer to have a more accurate
accounting of the costs for their usage of various resources,
particularly where there are excess costs for certain levels of
power usage. Various other reasons for wanting more granu-
lar power information and/or control can exist as well in other
situations.

Accordingly, systems and methods in accordance with
various embodiments can attempt to monitor and accurately
determine information regarding power consumption for
various resources and/or computing components that can be
attributed to specific customers. Systems and methods in
accordance with various embodiments can also enable a cus-
tomer to manage various power states, operational modes, or
other aspects of those resources or computing components in
order to control the amount of power consumption that is
attributable to that customer. As referred to herein, computing
components can refer to components such as, for example,
processors (e.g., CPUs), memory, network interface cards,
storage devices, graphics processors, and other PCI devices
that can be used to perform and/or assist in the performance of
a computing operation as discussed and suggested herein.

FIG. 3 illustrates an example environment 300 wherein a
customer is provisioned on a single host machine 314 of a
multi-tenant environment in accordance with various
embodiments. It should be understood that the customer can
be provisioned on multiple resources of one or more types,
and that the example of a single host is provided for simplicity
of'explanation. There also can be additional customers, users,
applications, or other such entities provisioned on, or having
access to, that host device as well in various embodiments. In
some embodiments, the user might have dedicated and/or full
access to the host device 314 for at least a period of time.
Various other types of access can be provided as well within
the scope of the various embodiments.

In this example, a cloud manager 302 or other such com-
ponent can manage the provisioning of a customer instance,
associated with one or more customer networks 312, on the
host machine 314, as well as the access to various components
of the host machine. These components can include, for
example, at least one CPU 316, a portion of memory 318, and
one or more peripheral devices, such as a network interface
card (NIC) 324 or a graphics processing unit (GPU) 326. For
customer instances, a guest operating system 322 can be
executed using at least one of the allocated CPUs. A power
management service 304, which can be separate from, or a
part of, the cloud manager 302, can be in communication with
any or all ofthese components, in order to determine a current
power state, operational state, power consumption rate, or
other such information that can be used to determine an
amount of power consumption for each of these components
over a period of time. The power information can be stored to
a power data store 306 or other such location for subsequent
retrieval. A customer can send a request, such as a Web
service request, to an API or other interface of the power
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management service 304. The power management service
can utilize information about the amount of power consump-
tion of the various components, as well as information about
the periods of time in which various components were being
used for activities related to the customer, to determine an
amount of power consumption attributable to the customer.
The power management service can then send a response to
the customer network 312 regarding the amount of power
consumption. The same, or similar, data can also be provided
to a billing system 308, which can store the data to a user data
store 310 or other such location for use in determining appro-
priate billing for the customer, as may be based at least in part
upon the determined amount of power consumption. The
billing might not only take into account the type of resources
used and the amount of time each resource was used by a
customer, but might also take into account the power state,
operational state, or other such aspect of the resource during
the access. In at least some embodiments, a customer might
get a lower rate for using resources in lower power consump-
tion states, or lower power states.

In at least some embodiments, a customer can access infor-
mation from the power management service, such as by log-
ging into a power console, sending an API request, etc. The
power management service can provide information such as
the amount of power consumption attributable to the cus-
tomer, the amount of that power consumption that is attribut-
able to each type of resource or component used, the opera-
tional or power state of those resources or components at
different times of usage, and other such information. The
power management service can also, where information
about the power sources and other related information is
available, provide information about a carbon footprint or
other amount of environmental impact attributable to that
amount of power consumption. In at least some embodi-
ments, the service might also enable the customer to purchase
environmental credits to offset at least a portion of the envi-
ronmental impact.

A power management service 304 in accordance with vari-
ous embodiments can also enable a customer to provide input
regarding an amount of power consumption to be used for that
customer going forward, at least for a specified period of time.
The customer can be provided with a variety of different
power consumption options, the selection of which might be
based at least in part upon atype of customer, alevel of access,
a type of resource, or other such information. In some
embodiments, a customer might be able to specify a maxi-
mum “instantaneous” power level, which indicates the maxi-
mum amount of power that can be used for processes attrib-
uted to that customer at any time. A customer in some
embodiments can also, or alternatively, specify a maximum
amount of power to be used over a determined or specified
period of time, such that the customer can control power
usage but allow for power usage spikes when needed. The rate
a customer is charged can be affected by the type and/or
amount of limits that are applied.

In a first example, a customer might be able to specify one
or more classifications of performance. For example, a cus-
tomer might be able to specify that the customer wants to
optimize for “performance” or optimize for “power.” A cus-
tomer indicating a desire to optimize for performance can
cause a component such as a cloud manager or power man-
agement service to set one or more components or resources
to a state of optimal performance while that resource or com-
ponent is allocated to the user. For example, a CPU can be set
to run at ahighest speed, all memory available to the customer
can be active, disks allocated to the customer can be spun up,
etc. Further, any resource or component might be set to a
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highest operational state or power state, as may vary by com-
ponent. A customer can select to optimize for other param-
eters as well, such as throughput and latency, among others.

Alternatively, if the customer indicates that the customer
wants to optimize for power, a power management service or
other such entity can attempt to reduce the amount of power
consumption to the extent possible while still meeting one or
more performance metrics or other such criteria. For
example, the power state of a CPU can be adjusted for any
customer instances in order to reduce power consumption per
unit time. Similarly, a power management service can analyze
information such as past customer usage or performance to
estimate an amount of memory, disk space, bandwidth, or
other such metric that the customer will likely require, and
can hot swap or power down various components, such as
RAM or processors. The power management service can also
spin down one or more drives in order to conserve power
when those drives are not in use. Various peripheral devices
can be adjusted as well, such as to put a NIC in a low power
state, runa CPU or GPU or SSD in a low power mode, etc. The
service can look at the expected needs to support the customer
usage, as well as any service or performance guarantees or
criteria, and can determine an appropriate adjustment to be
made to minimize power consumption for that user. In at least
some embodiments, the power management service can also
monitor incoming requests for that customer and/or usage by
that customer and adjust power consumption levels accord-
ingly. For example, if a customer needs more capacity to
perform one or more tasks the power management service
might increase a power state of a component. If the customer
usage is less than expected, the service can reduce the power
states of one or more components. In cases where there is a
transition period to go between states, the service can also
factor in the transition period power consumption, as dis-
cussed elsewhere herein.

In other embodiments, a customer might be able to request
specific actions to be taken in order to reduce power con-
sumption. For example, a customer might be able to provide
more granular requests than “optimize for power,” for
example, such as “use minimum memory,” “perform minimal
caching,” “operate in lowest possible CPU power state,” or
“spin down drives when not used in the last minute.” In some
cases, a user might even be able to request certain power
states. For example, a user can specify an idle state (e.g., a
“c-state”) wherein the clock frequency and therefore idle
power of the CPU may be reduced. Increasing the number of
functional units that are stopped by cutting the clock will
reduce the power consumption (although additional time and
power will be required to wake up CPU resources and/or
increase the idle state of the device). As an example of idle
states, c-states for conventional devices typically run from
C0, where the CPU is fully operational at a highest clock
speed, to C6, which is a deep power down state. C-state values
in-between correspond to different circuits and/or signals
being available. A customer also can specify a preferred or
target operational state (e.g., a p-state as used for certain
voltage and/or frequency operating points for various proces-
sors) wherein the CPU can be running with different power
profiles, but the CPU can be capable of doing useful work in
any p-state. Reducing an operating frequency and/or voltage
can cause the device to enter a higher p-state. Reducing the
clock frequency will reduce the operational speed of the
processor, which also reduces energy consumption rate.
Reducing the voltage decreases the leakage current from the
transistors of the processor, making the processor more
energy efficient. Voltage can often be lowered with frequency,
and the effects on power consumption are complementary. A
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balance can be struck between reducing the rate of power
consumption and slowing down the processor such that
instructions take longer to process. A power management
component then can attempt to meet the customer requests
when possible, or at least come as close as is practical based
on any of a number of different factors, such as host machine
load, number of customers sharing a resource, etc.

In other embodiments, such as where a customer has sub-
stantially dedicated, full or “bare metal” access to one or more
resources and/or components in a multi-tenant environment,
the power management service can actually turn over at least
a portion of the power state control to the customer. For
example, the power management service might offer a power
console enabling the user to set specific power states or opera-
tional states of various components, such as by turning virtual
knobs for the power states of those components. As discussed
above, the customer can perform actions such as to adjust the
operational states or idle states of one or more processors,
power down and/or hot swap memory, spin down one or more
disks, adjust an operational/suspend state of one or more
peripheral devices, and the like. A user not wanting to use
such a component, or at least not wanting to have that com-
ponent in a standby or low power mode, can also potentially
power down that component for at least a period of time. Due
to the amount of power needed to bring a component back to
a full operational state, however, there might be restrictions
on power cycling various components. In some embodiments
there might be limits on the types of adjustment and/or
amount of adjustment that a customer can make to various
components, as may also vary by the type of customer, type of
resource, amount paid for the access, and other such factors.
The customer control can be provided at any appropriate
location, such as at the domU or other such layers.

The power management service can keep track of the
operational state of any such component at different times
when utilized by, or allocated to, a customer. An amount of
power consumption can be determined for each state, which
then can be used to determine an overall amount of power
consumption for the customer. This information can be pro-
vided to the customer, used to bill the customer, used to meet
regulatory requirements, or for other such purposes.

A power management service also might provide other
types of customer control within the scope of the various
embodiments. For example, the power management service
might provide a customer with a predicted amount of power
usage for the customer, based on past customer behavior,
customer usage trends, and the like. The power management
service might allow a user to specify a maximum amount of
power usage over a period of time, as may be based at least in
part upon the predicted amount of power consumption. For
example, the user might set the limit at the average amount of
consumption, a factor such as 1.2x the average consumption,
etc. In some embodiments, the customer might look at the
variations in power consumption for different periods and set
the maximum such that adequate power will be provided for
most periods, with only extreme usage cases being throttled
or otherwise aftected. Various other settings or values can be
utilized as well. Further, in at least some situations a user
might set specific maximum power values for specific com-
ponents. For example, one customer might be interested in
performance for a CPU, but less interested in performance for
a disk drive, solid state drive, or GPU. In such cases, the
customer might look to typical power usage values for at least
some of these components and specify maximum values for
those individual components. Alternatively, the user might
submit an option such as “optimize for processing speed” or
“optimize for throughput,” which might also be submitted
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with an overall power maximum, and the system can deter-
mine which components to adjust or throttle in certain situa-
tions. In some embodiments, the customer can instead put a
limit on the amount of carbon footprint, which can give the
power management system an optional ability to select power
from different sources, or perform operations at different
times, where the power consumption will be the same but the
carbon footprint per unit of power will be lower.

FIG. 4 illustrates an example process 400 for enabling a
customer to view and/or manage power consumption that can
beused in accordance with various embodiments. It should be
understood that, for this and other processes discussed herein,
that there can be additional, fewer, or alternative steps, per-
formed in similar or alternative orders, or in parallel, within
the scope of the various embodiments unless otherwise
stated. In this example, customer usage of a set of resources
and/or components is monitored 402 in an electronic envi-
ronment. A request for power consumption information
might be received 404 from a user, in response to which the
monitored power consumption information can be provided
406 to the customer. As discussed, the power consumption
information can be broken down by component, task, period
of time, or other such information. The customer, after view-
ing the information or otherwise, might decide to adjust an
aspect of the power consumption for one or more resources. A
request might be received 408 from the customer asking to
adjust the power consumption for that customer. A determi-
nation can be made 410 as to whether the customer has full
access 1o, or at least some control over, the resource(s) and/or
component(s) associated with the request. If so, a determina-
tion can be made 412 as to whether the requested change falls
within allowable parameters for the resource(s) and/or com-
ponent(s). If not, the request can be denied 414, or the cus-
tomer can at least be informed that the requested adjustment
is not able to be provided. If the request does fall within the
allowable parameters, the parameter values can be stored 416
for future work performed for the customer. If the user does
nothave full access, or equivalent access, a determination can
be made 418 as to the type of adjustment to be made. For
example, the customer might request to optimize for power or
reduce power levels of one or more components. A determi-
nation of an appropriate way to implement the request is
determined, and the appropriate parameter values can be
stored 416 for future work performed for the customer. Vari-
ous other approaches can be used as well within the scope of
the various embodiments.

The ability to optimize power consumption using such an
approach, however, can depend at least in part upon whether
there are other users sharing a resource. For example, there
can be multiple instances provisioned on a host machine that
might utilize the same CPU, RAM, storage drives (e.g., with
different partitions), peripheral devices, or other such com-
ponents. Further, there might be some components where
multiplexing is utilized. For example, a host machine might
have a single network interface card (NIC). The cloud man-
ager might have the NIC configured for multiplexing of man-
agement traffic and traffic for the customer, as well as traffic
for any other customer provisioned on the host. Insuch a case,
the ability of the customer to place the NIC in a low power
state can be limited at least in part by the needs of the cloud
manager and/or other customers. For example, the power
management service may need to reconcile the aggregate
requirements for a given resource against the individual
requests of customers, so customer requests may not always
be satisfied even if the underlying resource is capable of
satisfying the customer’s request when used in a non-virtu-
alized or otherwise dedicated fashion.
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In at least some embodiments, a component such as the
NIC can be able to switch power states for different customers
or types of traffic, etc. In order to provide an appropriate
accounting, however, a hardware mechanism might be
needed in at least some embodiments where the information
is not made available to software, such as where a hypervisor
component is not running on a CPU at the same time as a guest
OS of a customer. In at least some embodiments, a shared
component can determine which customer is active during
which times, and can provide a reporting about the customer
and the state and/or power consumption during that time.
Such an approach enables the changing of one or more power
states, while providing an accurate accounting of the power
consumption per customer. In at least some embodiments, the
NIC can receive an identifier (ID) associated with a customer,
such as an ID associated with a virtual machine (VM) of the
customer, such that the NIC can know which customer is
using the NIC for the next period of time. The information
about the customer can be stored by the cloud manager, the
power management service, the NIC, or any other appropriate
location. In some embodiments, the power management ser-
vice can know that traffic for a particular customer is currently
using the NIC, and can know the power state of the NIC for
that customer, such that the power management service can
determine the amount of power consumption for the customer
(based at least in part upon the power management service
knowing a rate of power consumption for that component in
that state).

For a device such as a CPU, where multiple users might
have instructions processed by the processor at different
times, portions of the processing time or “time slices” can be
allocated to various customers. Certain CPUs can determine
the amount of power used by that processor over a period of
time. A CPU might receive a request with a VM_ID, and can
track the amount of power consumption attributable to that
VM_ID. In other embodiments, a CPU can know the VM
context in which it is currently running. The processor can
then expose (e.g., to the hypervisor) power consumption
information by VM_ID, which can be used by the power
management service to attribute that power consumption to
the relevant customer. In some embodiments, a CPU might
include a counter of power consumption that resets with each
new VM_ID received. The CPU can know when it is process-
ing instructions in a particular state for a particular customer,
and knows when it is cycling through different operational
states and idle states in response to a particular VM instruc-
tion. The CPU can account for this information internally. A
hypervisor or other virtual memory manager can potentially
read this information on a regular basis, or at designated
times, using interrupts or other appropriate mechanisms. The
processor in some embodiments can track the number of
Watts used over a period of time, and report or expose that
information by VM_ID for a particular time slice.

For a component such as RAM or a solid state drive, the
amount of power for at least some of these components can be
considered to be fixed, such that the amount of power con-
sumption can be calculated even if the component itself does
not assist in the accounting. In some instances, a customer can
down-clock or down-voltage a solid state device, in order to
draw substantially less power per unit time. In some situa-
tions, however, a cloud manager might offer the ability for
customer “ballooning” RAM, where a customer can poten-
tially obtain a capacity commitment beyond an amount dedi-
cated for that VM. Accordingly, a dynamic calculation might
need to be performed to account for actual usage at any given
time. For example, between time point 0 and 10, the customer
might use RAM amount N clocked at full voltage. Between
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time point 10 and time point 20, the customer might use RAM
amount (N+M) (obtained via “ballooning”) clocked at a
lower voltage (and thus performance). The system can per-
form dynamic calculations across the total time period to
determine total power usage.

A hardware accounting mechanism can be implemented in
various other types of components as well. For example, a
hard drive might receive an /O request with a VM_ID. In
addition to the read or write time, the drive can also charge the
VM with the time needed to swing the arm or otherwise locate
the data position on the disk. A counter or other mechanism
can log the time and/or type of activity, and if possible can
calculate and log the amount of power consumption for each
period of activity of each type, and then can provide that
information for each respective VM_ID.

In some embodiments, mechanisms such as memory map
registers or machine state registers (MSRs) can be used to
enable per-VM performance counters that utilize units of
power consumption. The CPU can know how much power
consumption occurs at each of the operational states or idle
states, for example, and can increment the per-VM perfor-
mance counter with each unit of consumption for the appro-
priate VM. These counters in at least some embodiments
include registers that can be read and zeroed by software, in
order to provide the necessary consumption information for
each VM.

Each time there is a VM context switch for the CPU, the
registers can be read out and zeroed in order to apply the next
counts to the new VM context. In embodiments with multiple
counters, the CPU can instead switch to incrementing the
appropriate register at a VM context switch. The counter can
be updated at any appropriate time, such as at regular inter-
vals, upon each unit or number of units of power consump-
tion, etc. The counter also can be updated at each idle state,
operational state, or other such transition. The counters can be
updated with wattage information in some embodiments,
which is computed for a VM using the current task and/or
state of the processor, which can be written into an MSR and
read by software for metering or other such purposes. The
register thus can expose the wattage of the CPU over a period
of time along with the ID of the VM associating with that
wattage, such that an appropriate accounting can be per-
formed. In embodiments with dynamic adjustments, a cloud
manager or power management service can pull the data from
the register and perform any calculations needed to adjust a
power state of the CPU or other such aspect. The software
reading the register could be in any appropriate location, such
as in the dom0, in user mode code, in the dom0 kernel, in the
hypervisor, etc. Once the data is obtained, the data can be
treated like any other network monitoring data, and fed into a
billing service, green service, power budget accounting ser-
vice etc. As discussed, such hardware counters, registers, or
other such mechanisms can be added to any appropriate com-
ponents as well, such as RAM, peripherals, hard drives, solid
state drives, and the like.

In some embodiments an agent can be used to provide
accounting information to a component such as a power man-
agement service. The agent can be a software agent config-
ured to execute within a client instance or on a host machine,
for example, in order to expose the power usage and/or
resource allocation usage to the power management service
or another appropriate entity. In some embodiments, an agent
can provide performance information to the dom0 or another
appropriate component. In some embodiments, an alternative
“agent” can effectively be implemented through guest VM
(i.e., “domU”) OS kernel modifications.

20

25

30

35

40

45

14

FIG. 5 illustrates an example process 500 for obtaining
power consumption information from a hardware device that
can be utilized in accordance with various embodiments. In
this example, a consumption register is zeroed 502 for a
hardware device. The register can be assigned to a particular
customer or VM, or a general register. The customer (oraVM
for the customer, etc.) can be provisioned 504 on, or other-
wise allocated usage of, the hardware device. While the cus-
tomer is provisioned on the hardware device, the hardware
device can determine 506 an amount of power consumption
based at least in part upon a current state of the hardware
device and/or the types of activities being performed. Power
consumption 506 may be directly provided by the underlying
hardware, or may be inferred from other information as
described below. At one or more appropriate times, the con-
sumption register is incremented 508 with the amount of
power consumption since the last increment or other register
event. The consumption register can be exposed 510 to soft-
ware and/or hardware in order to provide an accounting of the
actual power consumption of that resource that is attributable
to the customer.

In some embodiments, software can attempt to infer an
amount of power consumption. For example, a power man-
agement service can have information about rates of power
consumption for particular activities, and can monitor cus-
tomer traffic and allocations in order to determine an approxi-
mate amount of time that the customer performed each activ-
ity. Such an approach can at least provide a reasonable
approximation of power consumption for the user.

As discussed, when changing a VM context on a resource
or component, a counter, register, agent, or other such com-
ponent can be updated in order to provide accounting for the
new VM context. At or around the time of the context switch,
however, a power management service and/or cloud manager
component can cause information for the previous VM con-
text to be stored such that when that VM context is again
provisioned on that resource or component, the VM can
obtain the same level of performance. For example, if a cus-
tomer was using a high clock frequency state (e.g., “turbo-
ing”) before the transition, the customer might reasonably
expect to resume turboing when provisioned back on the
resource. The storing of VM context information related to
power management settings can be performed in hardware
and/or software in different embodiments. For example, the
OS when performing the switching could dictate the appro-
priate power states, or the OS could give a component the
appropriate VM_ID, which the component could use to deter-
mine the appropriate power state. Various other approaches
can be used as well.

During context switching, such as when going between
customers or VMs, there also will be some power consump-
tion due to the switching. This can include storing informa-
tion for the previous state, storing information for the new
state, and actually switching the states. The overhead for the
switch can be charged to either customer or both customers.
For example, each customer might be charged the overhead
for switching to the associated VM context, but not switching
to the other VM context. Such an approach might not be fair,
however, such as where the previous VM was running with
very unusual parameters, providing for a significant context
switching overhead. In some embodiments, the overhead for
switching a new VM on can be split between the previous VM
and the new VM. Various other allocation approaches can be
used as well. Further, the overhead for other context switch-
ing can be charged to appropriate customers as well. For
example, a processor can know how much power is consumed
to go from one p-state transition to another. If the switch
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occurs during a particular VM context, the counter for that
VM can be updated according to the amount of overhead for
the transition. Such an approach might prevent a customer
from frequently switching states to try to conserve power,
where the power consumption associated with the switching
might be on the order of the amount of power consumption
saved.

As discussed above, the various embodiments can be
implemented in a wide variety of operating environments,
which in some cases can include one or more user computers,
computing devices, or processing devices which can be used
to operate any of a number of applications. User or client
devices can include any of a number of general purpose
personal computers, such as desktop or laptop computers
running a standard operating system, as well as cellular, wire-
less, and handheld devices running mobile software and
capable of supporting a number of networking and messaging
protocols. Such a system also can include a number of work-
stations running any of a variety of commercially-available
operating systems and other known applications for purposes
such as development and database management. These
devices also can include other electronic devices, such as
dummy terminals, thin-clients, gaming systems, and other
devices capable of communicating via a network.

Various aspects also can be implemented as part of at least
one service or Web service, such as may be part of a service-
oriented architecture. Services such as Web services can com-
municate using any appropriate type of messaging, such as by
using messages in extensible markup language (XML) for-
mat and exchanged using an appropriate protocol such as
SOAP (derived from the “Simple Object Access Protocol”).
Processes provided or executed by such services can be writ-
ten in any appropriate language, such as the Web Services
Description Language (WSDL). Using a language such as
WSDL allows for functionality such as the automated gen-
eration of client-side code in various SOAP frameworks.

Most embodiments utilize at least one network that would
be familiar to those skilled in the art for supporting commu-
nications using any of a variety of commercially-available
protocols, such as TCP/IP, OSI, FTP, UPnP, NES, CIFS, and
AppleTalk. The network can be, for example, a local area
network, a wide-area network, a virtual private network, the
Internet, an intranet, an extranet, a public switched telephone
network, an infrared network, a wireless network, and any
combination thereof.

In embodiments utilizing a Web server, the Web server can
run any of a variety of server or mid-tier applications, includ-
ing HTTP servers, FTP servers, CGI servers, data servers,
Java servers, and business application servers. The server(s)
also may be capable of executing programs or scripts in
response requests from user devices, such as by executing one
or more Web applications that may be implemented as one or
more scripts or programs written in any programming lan-
guage, such as Java®, C, C# or C++, or any scripting lan-
guage, such as Perl, Python, or TCL, as well as combinations
thereof. The server(s) may also include database servers,
including without limitation those commercially available
from Oracle®, Microsoft®, Sybase®, and IBM®.

The environment can include a variety of data stores and
other memory and storage media as discussed above. These
can reside in a variety of locations, such as on a storage
medium local to (and/or resident in) one or more of the
computers or remote from any or all of the computers across
the network. In a particular set of embodiments, the informa-
tion may reside in a storage-area network (“SAN”) familiar to
those skilled in the art. Similarly, any necessary files for
performing the functions attributed to the computers, servers,
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or other network devices may be stored locally and/or
remotely, as appropriate. Where a system includes comput-
erized devices, each such device can include hardware ele-
ments that may be electrically coupled via a bus, the elements
including, for example, at least one central processing unit
(CPU), at least one input device (e.g., a mouse, keyboard,
controller, touch screen, or keypad), and at least one output
device (e.g., a display device, printer, or speaker). Such a
system may also include one or more storage devices, such as
disk drives, optical storage devices, and solid-state storage
devices such as random access memory (“RAM”) or read-
only memory (“ROM?”), as well as removable media devices,
memory cards, flash cards, etc.

Such devices also can include a computer-readable storage
media reader, a communications device (e.g., a modern, a
network card (wireless or wired), an infrared communication
device, etc.), and working memory as described above. The
computer-readable storage media reader can be connected
with, or configured to receive, a computer-readable storage
medium, representing remote, local, fixed, and/or removable
storage devices as well as storage media for temporarily
and/or more permanently containing, storing, transmitting,
and retrieving computer-readable information. The system
and various devices also typically will include a number of
software applications, modules, services, or other elements
located within at least one working memory device, including
an operating system and application programs, such as a
client application or Web browser. It should be appreciated
that alternate embodiments may have numerous variations
from that described above. For example, customized hard-
ware might also be used and/or particular elements might be
implemented in hardware, software (including portable soft-
ware, such as applets), or both. Further, connection to other
computing devices such as network input/output devices may
be employed.

Storage media and computer readable media for containing
code, or portions of code, can include any appropriate media
known or used in the art, including storage media and com-
munication media, such as but not limited to volatile and
non-volatile, removable and non-removable media imple-
mented in any method or technology for storage and/or trans-
mission of information such as computer readable instruc-
tions, data structures, program modules, or other data,
including RAM, ROM, EEPROM, flash memory or other
memory technology, CD-ROM, digital versatile disk (DVD)
or other optical storage, magnetic cassettes, magnetic tape,
magnetic disk storage or other magnetic storage devices, or
any other medium which can be used to store the desired
information and which can be accessed by the a system
device. Based on the disclosure and teachings provided
herein, a person of ordinary skill in the art will appreciate
other ways and/or methods to implement the various embodi-
ments.

The specification and drawings are, accordingly, to be
regarded in an illustrative rather than a restrictive sense. It
will, however, be evident that various modifications and
changes may be made thereunto without departing from the
broader spirit and scope of the invention as set forth in the
claims.

What is claimed is:

1. A computer-implemented method for managing power
consumption in a multi-tenant environment, comprising:

monitoring usage of/computing components on behalfofa

customer over a first period of time;

determining an amount of power consumption attributable

to the usage on behalf of the customer, the amount of
power consumption being based at least in part upon at
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least one operational state of the one or more computing
components during the usage;

providing the customer with information about the amount

of power consumption;

enabling the customer to request a change in an operational

state of at least one of the one or more computing com-
ponents for usage on behalf of the customer over a
second period of time, including enabling the customer
to request to have limited power state control of at least
one of the one or more computing components, the
change in the operational state affecting the amount of
power consumption over the second period of time;
receiving, by a power console interface configured to limit
power state control of at least one of the one or more
computing components in the multi-tenant environ-
ment, a request from the customer to change the opera-
tional state of at least one of the one or more computing
components to a requested operational state; and

in response to receiving the request from the customer to

change the operational state of at least one of the one or
more computing components to the requested opera-
tional state, updating one or more configuration param-
eters for usage of the one or more computing compo-
nents on behalf of the customer when the change in
operational state meets at least one allowable change
criterion, the updating one or more configuration param-
eters causing the at least one of the one or more comput-
ing components to operate in the requested operational
state when used for a subsequent task on behalf of the
customer.

2. The computer-implemented method of claim 1, wherein
the at least one allowable change criterion includes the cus-
tomer having access to hardware supporting the one or more
computing components.

3. The computer-implemented method of claim 1, wherein
the at least one allowable change criterion includes at least
one of the usage on behalf of the customer being able to meet
at least one service guarantee with the change in the opera-
tional state or the change not adversely affecting another
customer utilizing the at least one of the one or more com-
puting components.

4. The computer-implemented method of claim 1, wherein
the customer is enabled to request a change in an operational
state using a Web service request submitted to an application
programming interface (API) of a multi-tenant environment.

5. The computer-implemented method of claim 1, wherein
the customer is enabled to view the information about the
amount of power consumption using a service provided by a
provider of the multi-tenant environment.

6. A computer-implemented method for managing power
consumption in a multi-tenant environment, comprising:

receiving a request from a user to adjust an operational

state of a computing component in the multi-tenant envi-
ronment when the computing component is performing
a task on behalf of the user, the operational state affect-
ing a rate of power consumption of the computing com-
ponent;

determining an amount of power consumption for per-

forming a task, on behalf of the user, using the comput-
ing component in the operational state;

enabling the user to obtain information regarding the

amount of power consumption for performing the task
and enabling the user to have limited power state control
of the computing component; and

receiving, by a power console interface configured to limit

power state control of the computing component in the
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multi-tenant environment, the request from the user to
change the operational state of the computing compo-
nent.

7. The computer-implemented method of claim 6, further
comprising:

switching the computing component to the operational

state before performing the task when the computing
component is in a different operational state.

8. The computer-implemented method of claim 6, wherein
the user has access to hardware for the computing component,
the user enabled to adjust the operational state as desired
during a period of the access.

9. The computer-implemented method of claim 6, wherein
the request indicates a priority of one or more processing
parameters affecting the rate of power consumption of the
computing component, and

wherein a management component of the multi-tenant

environment determines the operational state for the
computing component based at least in part upon the
priority indicated by the customer of the one or more
processing parameters.

10. The computer-implemented method of claim 9,
wherein the one or more processing parameters include at
least one of performance, throughput, latency, or power con-
sumption.

11. The computer-implemented method of claim 9,
wherein the rate of power consumption is controlled to ensure
at least one of a maximum instantaneous power consumption
rate or an amount of power consumption over a determined
period of time.

12. The computer-implemented method of claim 6, further
comprising:

determining whether the request to adjust the operational

state of a computing component meets at least one
operational criteria; and

adjusting the operational state of the computing compo-

nent when processing a task for the user customer to an
extent allowable under the at least one operational cri-
teria.

13. The computer-implemented method of claim 6,
wherein the computing component includes at least one of a
host machine, a virtual instance, a processor, memory, a
physical storage device, or a network interface card.

14. The computer-implemented method of claim 6,
wherein the operational state includes at least one of a power
state, an operational state, an idle state, a clock speed, or an
active state.

15. The computer-implemented method of claim 6,
wherein determining the amount of power consumption for
the computing component includes providing context about
the user to the computing component for processing and
requesting information from the computing component after
completion of the processing.

16. The computer-implemented method of claim 6,
wherein the request is received through an API of a Web
services layer of the multi-tenant environment.

17. A computer-implemented method for providing infor-
mation about power consumption in a multi-tenant environ-
ment, comprising:

receiving a first task to be performed on behalf of a first

customer using a specified operational state for at least
one computing component in the multi-tenant environ-
ment;

performing the first task using the at least one computing

component;

determining an amount of power consumption attributable

to the performing of the first task, the amount of power
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consumption being based at least in part upon a first
operational state of the at least one computing compo-
nent during the performing of the first task;

enabling the first customer to access information about the

amount of power consumption and enabling the first
customer to have limited power state control of at least
one of the computing components; and

receiving, by a power console interface configured to limit

power state control of the at least one computing com-
ponent in the multi-tenant environment, a request from
the first customer to change the first operational state of
the at least one computing component.

18. The computer-implemented method of claim 17,
wherein determining an amount of power consumption
includes contacting the at least one computing component for
the amount of power consumption attributable to the first
customer.

19. The computer-implemented method of claim 17, fur-
ther comprising, in response to receiving the first task to be
performed on behalf of the first customer:

determining a current operational state of the at least one

computing component associated with a second cus-
tomer;

storing information about the current operational state of

the at least one computing component associated with
the second customer; and

setting the at least one computing component to the first

operational state for use in performing the first task
when the first operational state is different from the
current operational state of the at least one computing
component.

20. The computer-implemented method of claim 19,
wherein an amount of power consumption for the at least one
computing component is different when operating in the first
operational state than when operating in the current second
operational state.

21. The computer-implemented method of claim 19,
wherein the stored information stored is capable of being
used by the at least one computing component to adjust the
first operational state of the at least one computing compo-
nent when another task for the second customer is to be
performed by the at least one computing component.

22. The computer-implemented method of claim 19, fur-
ther comprising:

tracking an amount of power consumption by the at least

one computing component attributable to each of the
first and second customers, wherein the amount of
power consumption includes power consumption expe-
rienced during a switch between the current operational
state and the first operational state.

23. A system for managing power consumption in a multi-
tenant environment, comprising:

at least one processor; and

a memory device including instructions that, when

executed by the at least one processor, cause the system

to:

receive a request from a user to adjust an operational
state of a computing component in the multi-tenant
environment when the computing component is per-
forming a task on behalf of the user, the operational
state affecting a rate of power consumption of the
computing component;

receive a task to be performed on behalf of the user using
the computing component;
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perform the task using the computing component in the
operational state after any adjusting;

determine an amount of power consumption for per-
forming the task using the computing component;

enable the user to obtain information regarding the
amount of power consumption for performing the
task and enable the user to have limited power state
control of the computing component; and

receive, by a power console interface configured to limit
power state control of the computing component in
the multi-tenant environment, the request from the
user to change the operational state of the computing
component.

24. The system of claim 23, wherein the instructions when
executed further cause the system to:

switch the computing component to the operational state

before performing the task when the computing compo-
nent is in a different operational state.

25. The system of claim 23, wherein the computing com-
ponent includes at least one of a host machine, a virtual
instance, a processor, memory, a physical storage device, or a
peripheral device, and

wherein the operational state includes at least one of a

power state, an operational state, an idle state, a clock
speed, or an active state.

26. A non-transitory computer readable storage medium
storing instructions for managing power consumption in a
multi-tenant environment, the instructions when executed by
at least one processor of a computing system causing the
computing system to:

receive a request from a user to use a specified operational

state for a computing component in the multi-tenant
environment when the computing component is per-
forming a task on behalf of the user, the specified opera-
tional state affecting a rate of power consumption of the
computing component;

determine a task to be performed on behalf of the user using

the computing component;

perform the task using the computing component in the

specified operational state;

determine an amount of power consumption for perform-

ing the task using the computing component;

enable a user to have limited power state control of the

computing component; and

receive, by a power console interface configured to limit

power state control of the computing component in the
multi-tenant environment, the request from the user to
change the specified operational state of the computing
component.

27. The non-transitory computer readable storage medium
of claim 26, wherein the instructions when executed further
cause the at least one processor to:

enable the user to obtain information regarding the amount

of power consumption for performing the task.

28. The non-transitory computer readable storage medium
of claim 26, wherein the computing component includes at
least one of a host machine, a virtual instance, a processor,
memory, a physical storage device, or a peripheral device; and

wherein the specified operational state includes at least one

of a power state, an operational state, an idle state, a
clock speed, or an active state.
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